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§ 420.127 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional tech-
nology (BCT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best conventional tech-
nology.

(a) Galvanizing, terne coating, and
other coatings.

(1) Strip, sheet, and miscellaneous
products.

SUBPART L

Pollutant or pollutant property

BCT effluent limitations

Maximum
for any 1

day

Average of
daily val-
ues for 30
consecu-
tive days

Kg/kkg (pounds per
1,000 lb) of product

TSS ................................................ 0.175 0.0751
O&G ............................................... 0.0751 0.0250
pH .................................................. (1 ) (1)

1 Within the range of 6.0 to 9.0.

(2) [Reserved]
(b) Galvanizing and other coatings.
(1) Wire products and fasteners.

SUBPART L

Pollutant or pollutant property

BCT effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days

Kg/kkg (pounds per 1,000
lb) of product

TSS ............................................ 0.701 0.300
O&G ........................................... 0.300 0.100
pH .............................................. (1 ) (1)

1 Within the range of 6.0 to 9.0.

(2) [Reserved]
(c) Fume scrubbers.

SUBPART L

Pollutant or pollutant property

BCT effluent limitations

Maximum
for any 1

day

Average of
daily val-
ues for 30
consecu-
tive days

Kilograms per day

TSS ................................................ 38.1 16.3
O&G ............................................... 16.3 5.45
pH .................................................. (1 ) (1)

1 Within the range of 6.0 to 9.0.

The above limitations shall be applica-
ble to each fume scrubber associated
with any of the coating operations
specified above.

PART 421—NONFERROUS METALS
MANUFACTURING POINT
SOURCE CATEGORY

GENERAL PROVISIONS

Sec.
421.1 Applicability.
421.2 [Reserved]
421.3 Monitoring and reporting require-

ments.
421.4 Compliance date for pretreatment

standards for existing sources (PSES).
421.5 Removal allowances for pretreatment

standards.

Subpart A—Bauxite Refining Subcategory

421.10 Applicability; description of the
bauxite refining subcategory.

421.11 Specialized definitions.
421.12 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best
practicable control technology currently
available.

421.13 Effluent limitations guidelines rep-
resenting the degree of effluent reduction
attainable by the application of the best
available technology economically
achievable.

421.14 [Reserved]
421.15 Standards of performance for new

sources.
421.16 Pretreatment standards for new

sources.

Subpart B—Primary Aluminum Smelting
Subcategory

421.20 Applicability: description of the pri-
mary aluminum smelting subcategory.

421.21 Specialized definitions.
421.22 Effluent limitations guidelines rep-

resenting the degree of effluent reduction
attainable by the application of the best

VerDate 11<MAY>2000 03:52 Aug 01, 2000 Jkt 190156 PO 00000 Frm 00443 Fmt 8010 Sfmt 8010 Y:\SGML\190156T.XXX 190156T PsN: 190156T


